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1. THE INTENT OF THIS PROJECT IS TO PROVIDE A COMPLETE NEW BITUMINOUS BUILT-UP ROOF SYSTEM ON SPD ROOF LOCATED AT THE REAR
OF BUILDING 2. PLANS AND DETAILS ARE DIAGRAMMATIC; CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS PRIOR TO BID.
</ METAL SET IN MBR MODIFIED BITUMEN
FLASHING OR UTILITY CEMENT MEMBRANE MATERIAL 2. WORK SHALL CONSIST OF REMOVAL OF THE EXISTING ROOFING SYSTEM INCLUDING INSULATION, METAL FLASHINGS AND ACCESSORIES DOWN TO
u (PRIME FLANGE BOTH SIDES) THE ROOF DECK. ON CONCRETE DECKS ANY HOLES OR VOIDS IN THE CONCRETE SHALL BE PATCHED WITH QUICK DRYING CONCRETE OR AS
REQUIRED TO PROVIDE A SUITABLE ROOF DECK FOR THE INSTALLATION OF THE NEW ROOFING SYSTEM. ANY ITEM NOT DETAILED SHALL BE
ASPHALT ENVELOPE CONSTRUCTED IN A METHOD APPROVED BY NRCA AND THE ROOFING SYSTEM MANUFACTURER.
10 MBR UTILITY CEMENT 3. CONTRACTOR SHALL VERIFY ALL EQUIPMENT, VENTS, ROOF CURBS, AND THEIR LOCATION ON THE ROOF. PROVIDE ENCLOSED DUST CHUTES
Q OR HOT ASPHALT WITH CONTROL GATES FROM THE ROOF TO CARRY DEBRIS TO DUMPSTER OR TRUCK AND TO GOVERN THE FLOW OF DEBRIS.
B
N redieh ool 4. FURNISH AND INSTALL NEW TAPERED ROOF INSULATION ON DECKING, SLOPE TO THE FRONT OF SPD (OVER DOCK). MAINTAIN A MINIMUM OF
> 2 INCHES OF INSULATION IN ALL AREAS. REWORK VENTS, MECHANICAL EQUIPMENT ETC., AS REQUIRED TO ALLOW FOR THE NEW ROOF
- INSULATION AND PROPER DRAINAGE. OVFRALL “R” RATING FOR THE ENTIRE ROOF IS TO BE AT LEAST 13.
2 ROOF MEMBRANE 5. INSTALL NEW 2 PLY VAPOR BARRIER AND INSULATION TO THE DECK. INSTALL NEW 4 PLY BUR ROOFING SYSTEM ON TOP OF COVER BOARD.
f‘LO ALL INSTALLATION PROCEDURES SHALL BE IN ACCORDANCE WITH THE MANUFACTURER'S WRITTEN RECOMMENDATIONS. INSTALL A NEW COLD
i a5 WOOD NAILER APPLIED WHITE ADHESIVE WITH STONE TO MAKE A REFLECTIVE SURFACE SYSTEM.
LINE OF BLDG. — INSULATION 6. THE EXISTING LIGHINING PKUIECTION SYSTEM IS UL CERTIFIED; ANY MODIFICATIONS TO THE EXISTING SYSTEM SHALL BE DONE BY A CERTIFIED
| LIGHTNING PROTECTION PROFESSIONAL IN ORDER TO MAINTAIN THE UL CERTIFICATION.
TAPERED FESCO
O EDGE STRIP 7. THERE IS WORKING MECHANICAL EQUIPMENT ON THE ROOF. AREAS OF WORK AT THE MECHANICAL EQUIPMENT MUST BE SCHEDULED AT LEAST
N TWO WEEKS IN ADVANCE SO THE VA CAN COORDINATE WITH SERVICES OF EFFECTED AREAS AS NECESSARY TO TEMPORARILY SHUT DOWN THE
MECHANICAL EQUIPMENT FOR THE ROOFING WORK AND TO ELIMINATE THE INTAKE OF FUMES INTO THE BUILDING. IN THE EVENT THAT
C EXISTING MECHANICAL EQUIPMENT MUST BE MODIFIED TO FIT THE NEW ROOFING SYSTEM THE CONTRACTOR SHALL PROVIDE AND INSTALL NEW
ELECTRICAL AND MECHANICAL PARTS AND EQUIPMENT AS NECESSARY FOR THE MODIFICATION. ALL EQUIPMENT CURBS SHALL BE PER
- TYPICAL GRAVEL EDGE MANUFACTURER'S RECOMMENDATIONS FOR CANTS AND FLASHING.
NTS 8. CONTRACTOR SHALL PROVIDE ALL EQUIPMENT, LABOR AND MATERIALS TO REMOVE, RELOCATE, OR TEMPORARILY SUPPORT ALL EXISTING
EQUIPMENT TO ALLOW FOR ROOFING OPERATIONS.
9. ALL STORAGE AREAS SHALL BE PROTECTED BY AN ENCLOSED CHAIN LINK FENCE 8'-0 HIGH WITH A LOCK. ALL LADDERS AND LIFT
EQUIPMENT SHALL BE TIED DOWN AND SECURED WHEN NOT IN USE. THE SAFETY OF VETERANS, STAFF AND VISITORS MUST BE ASSURED AT
ALL TIMES.
10. ALL EXISTING COPPER GUTTERS, DOWNSPOUTS AND ACCESSORIES TO BE REMOVED AND STORED FOR REINSTALLATION. IF DAMAGED DURING
INSTALLATION REPLACE WITH NEW OF EQUAL SIZE AND MATERIAL.
11. ROOF WALKWAY PADS SHOWN ON PLAN ARE FOR REFERENCE, CONTRACTOR TO CONFIRM ACTUAL LOCATION & PLACEMENT WITH COR PRIOR TO
INSTALLATION. WALKWAY TO BE INSTALL AROUND ALL EXISTING EQUIPMENT AND NEW METAL FRAME FOR EO ABATOR.
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NEW PITCH POCKETS
TYP. ALL POST

NEW MECHANICAL FASTENERS
TYP. 4 EACH POST

ABATOR RACK

EXISTING CONCRETE DECK

NEW ROOFING SYSTEM

N.T.S.
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RUN NEW EMT UP THROUGH

ROOF AND NEW ROOFING SYSTEM
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1. INSTALL A NEW 40 AMP SINGLE PHASE BREAKER AND A 20 AMP INTO EXISTING PANEL 2AY—1. REMOVE
AND TURN OVER TO VA ANY BREAKER REMOVED TO INSTALL NEW BREAKERS. RUN NEW EMT AND
55" CONDUCTORS ABOVE CEILING AND UP THROUGH NEW ROOF DISCONNECT. RUN NEW EMT AND
CONDUCTORS FROM DISCONNECT TO NEW METAL FRAME AND END WITH A 4” X 4” J.B. LEAVE 3’ OF
EXTRA FEET OF CONDUCTORS INSIDE OF J.B. FOR CONNECTION OF NEW EQUIPMENT AND FROM J.B. RUN
FRONT REAR NEW EMT TO A J.B AND DUPLEX SERVICE RECEPTACLE WITH WEATHERPROOF COVER.
,, 2. FABRICATE A NEW GALVANIZED METAL STRUCTURE FOR THE FUTURE INSTALLATION OF AN 3M EO ABATOR.
SLOPE ROOF )6 P THE NEW METAL STRUCTURE IS TO BE CONSTRUCTED OF METAL SQUARE POSTS BOLTED TO CONCRETE
DECK WITH PITCH POCKETS.
pe===mEESS e e — — 3. CONSTRUCT A NEW METAL POST STRUCTURE WITH FOUR (4) SIDES AND A SLOPING TOP. POSTS ARE TO
o Lol BE BOLTED TO CONCRETE DECK PRIOR TO NEW ROOFING SYSTEM BEING INSTALLED AND HAVE PITCH
N N i POCKETS AROUND EACH POST. THE SIZE OF THE STRUCTURE IS TO BE 76” WIDE X 66" LONG.
1] N N CONSTRUCT NEW REMOVAL PANELS OF 24 GAUGE CORRUGATED METAL WITH LIGHT METAL STRUCTURAL
] N I FRAME. NEW CORRUGATED METAL TO BE COLORED AND SUBMIT A CHOICE OF COLORS TO CHOSE FROM
N o I DURING SUBMITTAL PHASE. PANELS ARE TO BE FASTENED BY STAINLESS STEEL MECHANICAL FASTENERS
ii: I I TO THE POST.
Il [
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i N i INSTALL NEW .S MECHANICAL 4. INSTALL NEW LIGHTNING PROTECTION ON NEW METAL STRUCTURE AND CERTIFY BY A LICENCE LIGHTNING
N N 18 FASTENERS 3 PLACES ON EACH PROTECTION CONTRACTOR THAT THIS AREA IS U.L CERTIFIED.
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